
Cen-Pe-Co Classic Engine Oil SAE 10W-40 is especially formulated for gasoline 

engines in classic cars and trucks calling for SAE 10W-40.  It contains additional zinc 

anti-wear additive (ZDDP), that is missing from modern passenger car oils, to protect flat 

tappet cams, and additional rust inhibitors for storage protection. 

OUTSTANDING FEATURES AND BENEFITS: 

Formulated with 100% Pure Paraffin Base Oil 

Superior wear performance 

Extra zinc (ZDDP) anti-wear additive 

Additional oxidation inhibitors for greater resistance to oil breakdown 

More rust inhibitors for storage protection 

EXCEEDS SPECIFICATIONS: 

API SL, SJ, SH, SG, SF, CD 

CONTAINERS:

55 Gallon Drum 5 Gallon Pail 

35 Gallon Drum 2 Gallon Jug (4 per case) 

20 Gallon Drum 1 Gallon Bottle (6 per case) 

1 Quart Bottle (12 per case) 

TYPICAL CHARACTERISTICS: 

Viscosity 

SAE 10W-40 

cSt @ 100º C. 15.1 

cSt @ 40º C. 102 

Viscosity Index 155 

Pour Point (º F.) -30

Phosphorus (PPM) 1150

Zinc (PPM) 1275
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